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TR TOTAL | SHEET
RTE. |  SECTION COUNTY | SHEETS| No.

¢ PROPOSED IL RTE. 21 / U.S. 45 337 20R-6 LAKE 149 15

STA. TO STA.

Oom TO 19.000m Om TO 22.968m FED. ROAD DIST. NO. |ILLINOIS [FED. AID PROJECT

CONTRACT NO. 62519

14.295m TO 15.406m 14,977m TO 15.987m

N
ES
=
3

4
o

2.41m TO

890mm o
[ 0 TO 3.3m 3.6m 3.6m Om TO 3.6m , 600mm LEGEND:

600mm  om 7O 3.6m 3.6m . ‘
7L RTL PROPOSED
4 2
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PROP. R.O.W.

- P.C.C. PAVEMENT 250mm (JOINTED)

- P.C.C. PAVEMENT 265mm (JOINTED)

PROP. R.O.W.
EXIST. R.OW.
EXIST. R.O.W.

2.0 .
20k | a5y

- HMA SURFACE CSE., MIX C, N 50, 50mm

- HMA BINDER CSE., IL-19.0, N 50, 100mm

- CONCRETE MEDIAN, TYPE S$BI15.30

- COMBINATION CONCRETE CURB & GUTTER, TYPE B15.60
- AGGREGATE SUBGRADE, 300mm

- FURNISH & PLACE TOPSOIL, 100mm
STEEL PLATE BEAM GUARDRAIL, TYPE A, (SPECIAL)

@ U.S. RTE. 45/ ILLINOIS ROUTE 21
STA. 9+879.482 TO STA. 10+116.267

**STA. 10+043.000 TO STA. 10+069.430 RT.
STA. 10+056.000 TO STA. 10+093.860 LT.

- FURNISH & PLACE TOPSOIL, 600mm
COMPOST FURNISH & PLACE, 100mm
- SODDING, SALT TOLERANT

- EROSION CONTROL BLANKET

- SEEDING, CLASS 2A

600 mm 300 mm - SEEDING, CLASS 4A

- LONGITUDINAL CONSTRUCTION JOINT, NO. 25 EPOXY COATED
TIE BARS 600mm. LONG AT 600mm CENTERS

CICISIGICICIGICICIOICOICIOIOIOXC)

LONGITUDINAL CONSTRUCTICN JOINT, NO. 20 EPOXY COATED

3.350m TO 8.550m TIE BARS 600mm LONG AT 600mm CENTERS

8.550m TO 9.500m
7.000m TO 7.9500m

® ©

’ 1.800m TO 7.000m

SAWED LONGITUDINAL JOINT WITH NO. 20 X 750mm
EPOXY COATED DEFORMED TIE BARS AT 750mm CENTERS

600mm 600mm)|

- POROUS GRANULAR EMBANKMENT, SUBGRADE, 150mm

STEEL PLATE BEAM GUARDRAIL OR
TRAFFIC BARRIER TERMINAL, TYPE VARIES
- COMBINATION CONCRETE CURB & GUTTER, TYPE BI15.30

- COBBLESTONE PAVERS

DETAIL 1 DETAIL 2 @2BD - LIMESTONE SCREENING
4 2B - SUBBASE GRANULAR MATERIAL TYPE B, 256mm

@g3 5 @
LANDSCAPE MEDIAN ® © () (3) - BICYCLE RAILING

1. USE DETAIL 1 WHEN MEDIAN WIDTH TYPICAL SIDEPATH DETAIL
IS BETWEEN 1.8m AND 7.0m STA. 105+203.553 TO STA. 105+429.394 RT. HOT-MIX ASPHALT MIXTURE REQUIREMENTS

2. USE DETAIL 2 WHEN MEDIAN WIDTH *STA. 105+203.553 TO STA. 105+340.000 RT. MIXTURE TYPE AC/PG TYPE AIR VOIDS
IS 7.0m OR GREATER SIDEPATH

3. PC CONCRETE MEDIAN WHEN THE HOT-MIX ASPHALT SURFACE COURSE, MIX ‘C’, N50 (IL 9.5mm); 50mm PG 64-22 47 @ 50 GYR
MEDIAN WIDTH IS LESS THAN L.8m HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N50; 100mm PG 64-22* |4Z @ 50 GYR
DRIVEWAYS
HOT-MIX ASPHALT SURFACE COURSE, MIX ‘C’, NSO (IL 9.5mm); 50mm PG 64-22 4% @ 50 GYR
HOT-MIX ASPHALT BASE COURSE (HMA BINDER IL-19.0); 200mm (CE) PG 64-22° |4% e 50 GYR

O ®®

600mm_MIN.

THE UNIT WEIGHT USED TO CALCULATE ALL SURFACE MIXTURE QUANTITIES IS 2.4 KG/SQ M/MM.
2''x8'" (50mmx200mm)

6mm * Imm 1- M16-2 /545 TREATED TIMBER *WHEN RAP EXCEEDS 20%, THE NEW ASPHALT BINDER IN THE MIX SHALL BE PG 58-22.
POST BOLT WITH
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.| (W150x13.5 OR by
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STEEL POST
B ® REVISIONS
o @@ @ @ @ @ ©® © NAME 5ATE| ILLINOIS DEPARTMENT OF TRANSPORTATION
4 ST\ 7\ — FAP ROUTE 337 (IL ROUTE 22)
COBBLESTONE PAVER DETAIL STEEL PLATE BEAM GUARDRAIL, TYPE A (SPECIAL) TYPICAL DITCH : PROPOSED TYPICAL SECTIONS
NOTE: 22A AND 22B ARE ALL INCLUDED
IN THE COST FOR COBBLESTONE PAVERS SCALE: NONE DRAWN BYs  TCK
DATE: 1/28/2009 CHECKED BY: DTH
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